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We demonstrate single-mode surface-emitting terahertz frequency quantum cascade lasers utilising
non-uniform second-order distributed feedback concentric-circular-gratings. The grating is
designed for single-mode operation and surface emission for efficient and directional optical power
out-coupling. The devices exhibit single-mode operation over the entire dynamic range with a side-
mode-suppression-ratio of around 30 dB at 78K, and a six-fold rotationally symmetric far-field
pattern. In addition, the devices show a peak output power approximately three times higher than
in ridge-waveguide lasers of similar size, whilst maintaining similar threshold current densities for
the 3.8 THz emission and without remarkably sacrificing the maximum temperature operation
performance. Owing to the high symmetry of the structure and the broad area light emission from
surface, the devices are potentially very suitable for use as single-mode, high power emitters for
integration into two-dimensional laser arrays.VC 2013 American Institute of Physics.
[http://dx.doi.org/10.1063/1.4789535]
Terahertz (THz) frequency quantum cascade lasers
(QCLs) have emerged as a compact semiconductor source of
coherent THz radiation since their first demonstration in
2002,1,2 and have promise for exploitation in THz applica-
tions such as spectroscopy,3 heterodyne detection,4 and
imaging.5 For most of these applications, high power single-
mode lasers accompanied by low beam divergence are highly
desirable. However, owing to the lack of a mode-selection
mechanism, and the sub-wavelength mode confinement in-
herent particularly to metal-metal waveguides, conventional
edge-emitting ridge-waveguide THz QCLs suffer from
multiple-mode operation and an extremely wide beam diver-
gence (180). Moreover, the strong mode confinement in
the laser cavity leads to a large impedance mismatch
between the modes inside and outside the cavity, resulting in
a low output power.
To overcome these drawbacks, approaches that use lin-
ear second-order distributed feedback (DFB) gratings6,7 have
been developed to couple the optical power vertically out of
the laser cavity (i.e., surface emitting) and achieve a high
output power and a low beam divergence, as well as single-
mode emission. The surface emitted beam profiles are then
typically two-dimensional (2D) ellipses. Although a low
beam divergence is obtained in the direction parallel to the
ridge axis,6 the beam divergence angle is still large in the
direction perpendicular to the laser ridge. Therefore, to
achieve a narrow 2D symmetric far-field profile, several
studies have bent the linear gratings into a ring structure,
leading to second-order DFB ring grating QCLs.8–10 Mean-
while, other techniques to improve beam divergence of THz
QCLs have also been developed, such as collimated Si
lens,11 integrated spoof surface plasmon structure,12 two-
dimensional photonic crystal,13 phase-locked arrays,14 third-
order Bragg grating,15 etc.
Another potential way to overcome the drawbacks of
ridge-waveguide THz QCLs is to use concentric-circular-
gratings (CCGs).16–18 In this letter, we demonstrate single-
mode surface emitting second-order CCG DFB THz QCLs.
The devices exhibit a single-mode operation over the full
range of injection currents where lasing is observed, with a
high side-mode-suppression-ratio (SMSR) of 30 dB. In
addition, a six-fold rotationally symmetric far-field profile is
observed which corresponds to the third-order azimuthal
mode in the laser cavity. Furthermore, the surface emitting
CCG THz QCLs show a high output coupling power in com-
parison with the ridge-waveguide lasers of similar area.
The active region design of the THz QCLs used in this
letter is a re-growth of that reported in Ref. 19 but with a
slightly higher doping in the active region. This wafer was
first Au-Au thermocompression bonded to an nþ GaAs re-
ceptor wafer, and then the original QCL substrate was
removed by lapping and selective chemical etching. After
that, the highly absorptive contact layer of the active region
was removed by using a H2SO4:H2O2:H2O (1:7:80) solution
to avoid loss of the THz radiation coupled out through the
open regions of the grating. Top metal gratings (Ti/Aua)Electronic mail: qjwang@ntu.edu.sg.
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15/200 nm) were then defined by standard optical lithogra-
phy and lift-off processes, following which the active region
was wet-etched to form a disk structure using a H3PO4:
H2O2:H2O (1:1:10) solution with a photoresist (AZ5214) as
the mask. The substrate was thinned to 150 lm, and a Ti/Au
(20/300 nm) employed for the bottom contact. The sample
was then cleaved, mounted onto Cu submounts, wired, and
finally mounted onto the cold finger of a cryostat for
measurement.
Figure 1 shows optical microscope images of a typical
fabricated device. The radial standing wave modes inside the
disk can be expressed by a superimposition of non-periodic
Bessel functions.20 This is in contrast to traditional second-
order DFB ridge-waveguide lasers where a linear second-
order grating is adopted, because the standing wave modes
in the ridge cavities are expressed as sinusoidal waves. Thus,
we design the CCG to be a non-uniform grating targeted for
single-mode emission at 3.8 THz. The width of all the
open slits is 2lm, which is relatively narrow to guarantee
uniform current injection over the whole disk area. The slits
have a small mark-to-space duty cycle of 10% to achieve a
low out-coupling loss so that the threshold of the CCG lasers
is comparable with that of ridge-waveguide lasers. The size
of the boundary region (without metal coverage) and the di-
ameter of the center ring are optimized through simulations
to be 24.2 lm and 46.8 lm, respectively. The radius of the
whole disk is 352 lm. The whole designed grating structure
starting from the center of disk to the boundary is as follows:
23.4/2/20.1/2/18.7/2/18.9/2/20.1/2/19.4/2/20.1/2/20.1/2/20.1/
2/20.1/2/19.9/2/20.1/2/20.1/2/20.5/2/16.9/24.2lm, where bold
number indicates the open slits. A three-spoke bridge structure
is employed to connect all the rings together for electrical
pumping of the whole device.
Figure 2(a) shows the light-current-voltage (LIV) char-
acteristics of a typical CCG THz QCL for different operating
temperatures, using a room-temperature pyroelectric detec-
tor. The laser operates up to 104K in pulsed mode, under a
200 ns pulse width and a 10 kHz repetition rate. The maxi-
mum operating temperature of a ridge laser (125 lm wide
and 2mm long) processed from the same QCL wafer is
around 130K, under the same operating conditions. Figure 2(b)
shows the spectra of the CCG DFB THz QCL for different
injected current densities at 78K, from the threshold to the
rollover. The device has a single-mode emission at 3.8
THz for all drive currents. Limited by the noise level of the
detector, a SMSR of around 30 dB can be measured at 78K,
as shown in the inset of Fig. 2(b), reflecting the strong single
mode selectivity of the grating. Similar spectra were
observed in several devices of the same grating design.
Figure 3 shows the LI curve of a CCG DFB QCL com-
pared with that of a ridge-waveguide laser of similar area.
An increased output power, by a factor of approximately
three times, is measured. Owing to the Stark effect of the di-
agonal lasing transition, the emission frequency of the ridge-
waveguide THz QCL shifts from 3.2 THz to 3.9 THz as the
drive current increases, as shown in the inset of Figure 3.
The CCG grating is designed only to select the 3.8 THz
mode, which does not lie in the gain spectrum (centered at
3.2 THz) at low drive currents (<1.1 kA/cm2), and so this
prevents a direct comparison of threshold current densities of
the ridge-waveguide and CCG THz QCL. However, from
the red dashed-dotted line in Fig. 3 which shows the charac-
teristics of a ridge-waveguide laser at 3.8 THz, one can still
conclude that the two lasers have similar threshold current
densities and dynamic ranges for 3.8 THz laser emission.
The 2D far-field profile of a CCG DFB QCL was meas-
ured by scanning a parabolic mirror (1 per step) with a
5mm aperture on a spherical surface 15 cm in front of the
laser. The purpose of using the 5mm aperture is to guarantee
a high angular resolution in the measurement. The incident
radiation passing through the aperture was reflected by the
parabolic mirror into a liquid-helium-cooled bolometer. As
FIG. 1. Optical microscope images of a fabricated CCG DFB QCL. Left: A
three-spoke bridge structure connects the metal gratings, allowing electrical
pumping of the whole device. Right: Magnified images of the device show-
ing the dimensions of the center ring and the boundary slit without metal
coverage.
FIG. 2. Measured results of a CCG DFB laser. (a) Pulsed (200 ns pulses
repeated at 10 kHz) LIV characteristics of the laser. (b) Emission spectra of
the laser at 78K for different injected current densities, from the threshold
to the rollover. The inset shows a logarithmic scale plot of the spectrum,
indicating a side-mode suppression ratio of around 30 dB.
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shown in Figure 4, the far-field pattern shows a six-fold rota-
tional symmetry measured at 1.23 kA/cm2, indicating that
the lasing mode coupled from the CCG cavity is the third-
order azimuthal mode, but not the fundamental azimuthal
mode whose far-field pattern is a small ring. Using 2D nu-
merical simulations (Comsol Multiphysics), and an approxi-
mate method described in Ref. 21, the simulated far-field
pattern is shown in Fig. 4(b), which well reproduces the
main features of the measured far-field pattern.
To further investigate the mode characteristics of CCG
DFB QCLs, the mode spectrum is plotted in Fig. 5, based on
a 2D simulation of the top-view of the cavity, adding in
losses in the open slit regions to take into account the surface
emission loss (surface out coupling). Only the first four azi-
muthal modes are shown; the higher-order modes with
higher losses are not plotted. Two modes appear with almost
the same eigen-frequencies and losses (highlighted by a red
circle) around the lasing frequency (3.8 THz). One is the
third-order azimuthal mode, whilst the other is the first-order
azimuthal mode (Inset; Fig. 5). However, from the far-field
measurements shown in Fig. 4, only the third-order azi-
muthal mode appears in the experimental results (the far-
field pattern of the first-order azimuthal mode should be
mainly a single spot located at (0, 0) in Fig. 4). We attribute
this to the perturbation effects of the three-spoke bridge
structure, which result in a lower loss for the third order azi-
muthal mode (the first order azimuthal mode has a higher
overlap with the metal bridge structure (see the inset of
Fig. 5), which induces higher losses due to the scattering
effects. It is noted that the metal bridge structures function as
more disturbing the light than guiding it because only a small
portion of the mode is covered under the bridges.
It is worth mentioning that the device could also support
whispering-gallery-like (WGL) modes, similar to those
shown in Fig. 6(c), since the device has a disk structure.
However, these WGL modes are suppressed by the
unpumped and, thus, absorptive boundary. Moreover, even if
those WGL modes are excited, they will be well confined in
the cavity with very low out-coupling efficiencies, preventing
FIG. 3. Comparison of the LI characteristics of a CCG DFB QCL and a
ridge-waveguide laser at 78K. The CCG DFB laser operates only at 3.77
THz, whilst the ridge laser operates at 3.2 THz (green portion of the LI
curve) and 3.8 THz (red portion of the LI curve) below and above a
1.1 kA/cm2 current density, respectively. The inset shows the spectra of the
ridge-waveguide laser under different drive currents.
FIG. 4. Two-dimensional far-field emission patterns of the CCG DFB QCL.
(a) The experimentally measured emission, and (b) the simulated emission
of the third-order azimuthal mode.
FIG. 5. Mode-spectrum of the CCG structure. Only the first four lowest
order azimuthal modes are shown. One first-order and one third-order azi-
muthal modes have the lowest calculated losses at the lasing frequency,
highlighted by the red circle. The mode distributions of the two modes are
shown in the inset. Owing to the perturbation effects of the three-spoke
bridge structure, only the third-order azimuthal mode achieved lasing in
reality, as indicated by the far-field measurement represented in Fig. 4.
FIG. 6. Supported modes in the CCG DFB QCLs, and the corresponding
momentum space intensity distributions. (a) Electric field intensity of the
third-order azimuthal lasing mode and (c) a WGL mode. (b) and (d) are in-
plane momentum-space intensity distributions for the modes in (a) and (c),
respectively. The red dashed circle represents the light-cone—only radiation
components inside the light-cone can be out-coupled. There are no intensity
components in the light-cone for the WGL mode, in contrast to the situation
for the third-order CCG mode.
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them from being observed experimentally in the far-field. To
gain insight into the behavior of these WGL modes, we calcu-
lated the momentum-space intensity distributions by using the
Fourier transform of the in-plane fields (Figs. 6(b) and 6(d)).22
The red dashed circle in each figure represents the light-cone
defined as kx
2þ ky2¼ (x=c)2, where only the radiation com-
ponents inside the light-cone can be out-coupled. As there is
no observable component in the light-cone (Fig. 6(d)) for the
WGL modes, such modes cannot contribute to the far-field
radiation. This contrasts with CCG modes, where efficient
out-coupling can be expected.
In conclusion, we have demonstrated single-mode sur-
face emitting THz QCLs using second-order CCGs, which
can be simply fabricated by metal evaporation on top of the
laser active region. We have achieved a side-mode suppres-
sion ratio of around 30 dB at 78K with a concentrated
six-fold rotationally symmetric far-field pattern, which corre-
sponds to the third-order azimuthal mode. We show that the
CCG DFB QCL has a similar threshold current to a ridge
laser of comparable area, but with a three-fold increase in
output power. Furthermore, compared with ring grating DFB
QCLs, the emission of the CCG DFB QCLs can be designed
to be evenly distributed across the top surface, potentially
leading to a further improved beam divergence.
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